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Primus LED

Primus LED

Ni-Cd HT 3,6 V 2,5 Ah Ni-Cd HT 4,8 V 2,5 Ah Ni-Cd HT 3,6 V 4,0 Ah

Model /
Model

PRIMUS LED D9/A 2H MT 99946 2h NiCd 3xC 3,6V 2500mAh

PRIMUS LED D9/A 3H MT 98861 3h NiCd 3xD 3,6V 4000mAh

PRIMUS LED D9/B 2H MT 98882 2h NiCD 4xC 4,8V 2500mAh

PRIMUS LED D2/A 2H MT 98865 2h NiCd 3xC 3,6V 2500mAh

PRIMUS LED D2/A 3H MT 98866 3h NiCd 3xD 3,6V 4000mAh

PRIMUS LED D3/A 2H MT 92752 2h NiCd 3xC 3,6V 2500mAh

PRIMUS LED D3/A 3H MT 92753 3h NiCd 3xD 3,6V 4000mAh

PRIMUS LED D4/A 2H MT 99937 2h NiCd 3xC 3,6V 2500mAh

PRIMUS LED D4/A 3H MT 98868 3h NiCd 3xD 3,6V 4000mAh

PRIMUS LED D6/A MT 2h 98869 2h NiCd 3xC 3,6V 2500mAh

PRIMUS LED D6/A MT 3h 98870 3h NiCd 3xD 3,6V 4000mAh

PRIMUS LED D8/A 2H MT 98856 2h NiCd 3xC 3,6V2500mAh

PRIMUS LED D8/A 3H MT 98857 3h NiCd 3xD 3,6V 4000mAh

PRIMUS LED D8.5/F 2H MT 93299 2h NiCd 3xC 3,6V 2500mAh

PRIMUS LED D8.5/F 3H MT 93263 3h NiCd 3xD 3,6V 4000mAh

PRIMUS LED A9/A 2H MT 98858 2h NiCd 3xC 3,6V 2500mAh

PRIMUS LED A9/A 3H MT 98859 3h NiCd 3xD 3,6V 4000mAh
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MODULE DE URGENTA
EMERGENCY MODULES

MODULE DE URGENTA
EMERGENCY MODULES

Grad de protectie IP20 / I P20 protection rating

Carcasa unitatii este fabricata din policarbonat PC de inalta calitate clasa V0 / The 
unit enclosure is made of high-quality V0 class PC polycarbonate Tensiunea de 
alimentare: 230V 50Hz /  Power supply voltage: 230V 50Hz

Functii: A (NM) – versiune nementinuta sau SA (M) - versiune mentinuta /  
Functions: A (NM) – non-maintained version or SA (M) – maintained version Baterii 
Ni-Cd HT cu autonomie: 2h sau 3h si incarcare: 24h /
Ni-Cd HT batteries with the autonomy time: 2h or 3h Charging: 24h

Instalare: surub fixat in interiorul unui corp de iluminat sau in exterior / Installation : 
screw fixed within a lighting fitting or externally

Pentru iluminarea cailor de evacuare si a iesirilor in cladirile de utilitati publice / For 
illuminating evacuation routes and exits in public utility buildings
Proiectat pentru instalare in corpuri de iluminat echipate cu surse de lumina LED /
Designed for installation in lighting fittings equipped with LED light sources

Adaptat pentru a functiona cu tuburi LED alimentate de la unitatile externe de curent 
continuu si direct de la reteaua de 230V c.a. /  Adapted to operate with LED tubes 
powered by external direct current power units and directly from the 230V AC grid

Temperatura de lucru: t
a
 5°C ÷ 50°C / Temperature working range: t

a
 5°C ÷ 50°C

DIAGRAME CONEXIUNE /  CONNECTION DIAGRAMS

DRIVER LUMINA LUMINA

DRIVER 

Functionare mentinuta (pentru driverul incorporat) 
pentru modelele: D9 si A9 /  Maintained operation  (for 
built-in driver) for models: D9 and A9

Functionare mentinuta (pentru driver extern) pentru 
modelele: D1, D2, D3, D4, D6, D8, D8.5 /  Maintained operation 
(for external driver) for models: D1, D2, D3, D4, D6, D8, D8.5

Functionare fara intretinere (fara driver) pentru modelele: D1, 
D2, D3, D4, D6, D8, D8.5 /  Non-Maintained operation (without 
driver)  for models: D1, D2, D3, D4, D6, D8, D8.5

Diagrama de conexiune prezentata mai sus are un caracter ilustrativ. Daca aveti dubii, va rugam sa contactati un electrician calificat sau distribuitorul 

de la  care ati achizitionat unitatea sau direct departamentul nostru tehnic. /  The connection diagram presented above is of illustrative nature. If in 

doubt, please contact a qualified electrician or the distributor from whom you purchased the unit,or directly with our technical department. 
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Numar 
catalog / 

Catalogue 
number

Autonomie* / 
Autonomy*

Aplicatii ** /  
Applications **

Pachet 
acumulatori / 
 Battery pack

Lampi LED sau lampi cu alimentare la 230 V AC *** /  
LED sources or lamps with 230 V AC supply ***

Lampi LED sau lampi cu alimentare la 230 V AC *** / 
LED sources or lamps with 230 V AC supply ***

Lampi LED sau lampi cu alimentare la 230 V AC *** /  
LED sources or lamps with 230 V AC supply ***

Lampi LED sau lampi cu alimentare la 12-24 V DC /  
LED sources or lamps with 12-24 V DC supply ***

Lampi LED sau lampi cu alimentare la 12-24 V DC /  
LED sources or lamps with 12-24 V DC supply ***

   Lampi LED sau lampi cu alimentare la 24-36 V DC /  
LED sources or lamps with 24-36 V DC supply ***

   Lampi LED sau lampi cu alimentare la 24-36 V DC /  
LED sources or lamps with 24-36 V DC supply ***

Lampi LED sau lampi cu alimentare la 36-48 V DC /  
LED sources or lamps with 36-48 V DC supply ***

Lampi LED sau lampi cu alimentare la 36-48 V DC / 
LED sources or lamps with 36-48 V DC supply ***

Lampi LED sau lampi cu alimentare la 48-75 V DC /  
LED sources or lamps with 48-75 V DC supply ***

Lampi LED sau lampi cu alimentare la 48-75 V DC /  
LED sources or lamps with 48-75 V DC supply **

 Lampi LED sau lampi cu alimentare la 75-100 V DC /  
LED sources or lamps with 75-100 V DC supply ***

 Lampi LED sau lampi cu alimentare la 75-100 V DC /  
LED sources or lamps with 75-100 V DC supply ***

 Lampi LED sau lampi cu alimentare la 100-150  V DC /

LED sources or lamps with 100-150 V DC supply

 Lampi LED sau lampi cu alimentare la 100-150  V DC /
LED sources or lamps with 100-150 V DC supply

Lampi LED sau lampi cu alimentare la 230 V AC 
LED sources or lamps with 230 V AC supply

Lampi LED sau lampi cu alimentare la 230 V AC        LED 
sources or lamps with 230 V AC supply

*  Timpii de autonomie de 1h si 3h sunt deasemene a disponibili la cerere /  1 h and 3h autonomy times ar e also available on request
** Informatiile prezentate mai jos sunt generale, va rugam sa consultati departamentul comercial pentru a face o alegere / The information given below is general, 
please consult the commercial department to make a choice
*** In functie de posibilitatea de a conecta un kit de urgenta, fie la intrarea, fie la iesirea unui driver LED / Depending on possibility to connect an emergency module 
either on input or output of a LED driver 




