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1 Outlumina F200

ALREADY PROGRAMMED READY FOR USE

Kit for the radio control of the external loads of the house with infrared movement detector.

The kit is composed by:
1-TVRCL868A02 2-channel receiver for outside use
1-TVTXS868B02 2-channel infrared movement detector via radio with battery

TVTXS868B02 TVRCL868A02

Technical specifications Technical specifications

Power supply: 6 Vdc (UM-3 AA batteria 1.5Vx4) Reception frequency 868.3 MHz
Signal range: 100m (free space) Power supply 230 Vac + 10%
Carrier frequency: 868.3 MHz Operating temperature range -20° + +60°C
Modulation: FSK Maximum commutable power at the relay
Detector range: 12m/ 180° with resistive load 10 A /24 Vde
Time: adjustable by 5 sec. to 5min. 16 A /250 Vac
LUX: adjustable by 5 LUX to co Box dimensions (mm) 96 x 137 x 46
Meter: 12m

Dimensions (mm): 86 x 125 x 115

Possibility of Impulsive, ON/OFF or timed function on every channel
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Before installing the kit consult the instruction manuals of every single product. F200EN1.0-0605
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Benutzerfertig vorprogrammiert

Kit zur drahtlosen Steuerung von Komponenten im AuRenbereich mittels Infrarotbewegungsmelder
Das Kit besteht aus:

1- TVRCL868A02
1-TVTXS868B02

2 - Kanal Empfanger fiir AuRenbereich
2 Kanal Infrarotbewegungsmelder mit Funksender, Batteriebetrieben
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Vor Installation des Kits lesen Sie bitte die Betri i der einzell Produkte

TVTXS868B02 TVRCL868A02
Technische Spezifikation Technische Spezifikation
Stromversorgung 6V dc

4x UM-3 AA Batterie 1,5V Tréagerfrequenz 868Mhz
Signalreichweite bis 100m im Stromversorgung 230 Vac 50Hz

Freigeldnde Maximale Schaltlast 250V ac/ 16A
Tragerfrequenz 868Mhz 24Vdc/10A
Modulation FSK Betriebstemperatur -20°bis +60° C
Sensorreichweite 12m/180° Gehauseabmesssungen 96 x 137 x 46
Timer 5 Sek. bis 5 Min.
Lux 5 Lux bis oo
Gehéauseabm. 86 x 125 x 115

Jeder Kanal kann in Totmann-, Ein / Aus- oder Timerfunktion betrieben werden
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