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TVLINK® compatible

%d Inlumina L100

ALREADY PROGRAMMED READY FOR USE

Kit for the remote control of the internal loads of the house

The kit is composed by:
1 - TVTXC868A04
1 - TVRRL868A02

4-channel wall transmitter with flash mounted
Mini receiver for the command of loads up to 1000 W.

Wallbergstr. 7, 84405 Dorfen
Tel. +49 (0)8081 954035 FAX +49 (0)8081 954075

TELEC

TVLINK & compatible

Benutzerfertig vorprogrammiert

Kit zur drahtlosen Steuerung von Komponenten im Haus

Das Kit besteht aus:
1-TVTXC868A04
1 - TVRRL868A02

4-Kanal Funkwandtaster

TVTXC868A04

Technische Spezifikation

Influmina L100

Mini Funkempfanger zur Steuerung von Lasten bis 1000 W

TVRRL868A02
Technische Spezifikation

TVTXC868A04 TVRRLB68A02
Technical specifications Technical specifications
Carrier frequency 868.3 MHz Reception frequency 868.3 MHz
Modulation FSK Antenna iintegrated
Power supply 3V +10% Power supply 230 Vac
(lithium battery CR2032) Maximum commutable power at the relay
Operating temperature range -10" + +55°C with resistive load:
Box dimensions (mm) 86 x 86 Voltage 230 Vac
Power 1000 VA
Operating temperature range -20° + +60°C
Box dimensions (mm) 54 x49 x 25
Not memorized
CH1 Available for other functions
Turning on
Turning off

Memorizing or deleting
push-button

Antenna

Test the reception of the receiver
before fixing the transmitter on the wall

Brown - Power supply (Line)
Blue - Power supply (Neutral), common relay contact

Black - relay contact output

Blue (N)

Antenna

TVRRL868

Before installing the kit , consult the instruction manuals of every single product.

L100EN1.0-0605

Gik Tragerfrequenz 868Mhz Tragerfrequenz 868Mhz
o Modulation FSK Antenne integriert
: Stromversorgung 3v Stromversorgung 230 Vac
s . lithium Batterie CR2032 Maximale Schaltlast am Relais
. Betriebstemperatur -10°bis +55° C Volt 230V ac
Gehauseabmesssungen 86 x 86 Leistung 1000 W
Betriebstemperatur -20°bis +60° C
I\ Gehauseabmesssungen 54 x 49 x 25
Nicht belegt
Frei fiir andere Funktionen
Kanal 1 \

Ein/ Ausschalten z )

Lern- bezw. Loschtaste
Antenne

Testen Sie den Impulseingang am Empfanger bevor Sie

den Taster (Sender) an der Wand befestigen Braun - Stromversorgung

Blau - Stromversorgung, Relaiskontakt

Schwarz - Relais Ausgang

Blau (N)

Antenne

TVRRLB868

7

Produkte

Vor Installation des Kits lesen Sie bitte die i i der

L100EN1.0-0605D




